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1. RTA notifies RTB about a learned route 1.1.1.0/24 from the EBGP peer. RTA and RTB are in the same AS. The
attributes of the route are listed as the following:
local preference:100
MED: 100
AS_PATH: 200
Origine: EGP
Next_hop: 88.8.8.1/16
The attributes of the received route by RTB will be ()
A.Local preference: null, MED: 100,

AS_PATH: 200 100 ,Origine :EGP, next_hop: 10.110.20.1/16
B.Local preference:100, MED: 100,

AS_PATH: 200 ,Origine: EGP, next_hop: 88.8.8.1/16
C.Local preference:100, MED: null,

AS_PATH: EGP, Origine :EGP, next_hop: 10.110.10.1/16
D.Local preference: null, MED: 0,

AS_PATH: 100 200, Origine: EGP, next_hop: 88.8.8.1/16
Answer: B

2. The route will be matched with each if-match clause under the node of the route-policy in order. Passing one if-
match clause means passing the whole route-policy. ()

T.True

F.False

Answer: F

3. To view the information of the DR and BDR in the OSPF area, you can use ()
A.Display ospf

B.Display ospf error

C.Display ospf interface

D.Display ospf peer

Answer: A

4. Why awerage length of the queue is adopted to check the length of the queue in WRED? ()

A.Because the queue length can not be calculated directly.

B.Average Queue can balance the resource seizure.

C.Comparing the queue length (the absolute length of the queue) with the thresholds before dropping the packet will
lead to unfairness to the burst traffic, which is disadvantageous to traffic transportation.

D.The awverage length of the queue is related with the types of the supported senvices.

Answer: C

5. In the BGP protocol, the function of the community attribute NO-EXPORT is to ()
A.Indicate that the route with this attribute should not be notified to any peer out of the alliance
B.Indicate that the route with this attribute, once received, should not be notified to any BGP peer.






